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TRANSFORMER

General Information

Transformer plays an important part in power generation. We provide various types of transformers that
customized the requirements of our clients, incduding:

oil immersed transformer up to 33KV 330KV
Cast Resin Transformer up to 20MVA/3SKY
Pad Mounted transforrmer

Ll

special transformer and components for transformer

Our products are accredited with [509001/15014001/0H5A518001 Integrative Management Systems
certification of 2000 version in 2003. Our products rank number on in the sampling or tests which were
sponsored by national transformer testing organizations.

Besides, our 1600 KVA oil distribution transformer, 180 MVA power transformer as well as 2000 KVA cast
resin transformer are all tested by KEMA, the world renewed testing laboratory

We are pleased to provide customized solution to our customers, Please visit our website for the updated
product catalogue for more details. Other special or customized requirements are available




Honours

KEMA Certified

1. 180MVA, 220KV Power Transformer

2, SOMVA, NOKY Power Transformer

3. 2000KVA, 10KV Dry Type Transformer

4, 1600 KVA, 10KV Distribution Transformer

Glance of our products
Type Voltage
Power Transformer 33kV-330kV
Dry Type Transformer up to 33kV
Distribu tion Transformer up to 35k

Pad Mounted Transformer up to 11KV

Capacity

up to I50MWVA
up to 20MVA
up to GI00KVA




POWER TRANSFORMER

Product range: Voltage from 33kV to 330KV
Capacity: up to 360 MVA

Comply with international standards and advanced technology and design, ensures every transformer in
steady perfommace

Features

«  Lowload loss & no load loss

+  low sound level

« excellent withstand short-circuit capacity
*  low partial discharge

= enhanced life expectancy
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Technical Specification for Power Transformer

Voltage Ratio 22/11,22/65, 66/11, 66/6.9, 110433, 110722, 220466, 220033,
33M, 3369 66,22 101, M0/, 220/22, 220/,
132/33,132/22,  220/6.9, 220/110,
132/11, 132/69 22069, 220/110
(13233,
220/110{132)/11
(6.9), F220/86/M
(6.9)
6.3-7.5 6.3/120 8.0/240 20-400
Three Phase or Single Phase
50Hz or 60 Hz
ONAN or ONAF
¥Nd1, YNd11, Dynl, Dynl1, YnZ11, DZ10 YMd1, YNd11,
YnZ 11, YNaOd11,
YMNaoDn
based on |EC Standard or Customer's requirerment
OLTC or OCTC
based on |EC Standard or Customer's requirerment

We provide tailor made solution to our Clients. Please provide us with your customized spedhcations



DISTRIBUTION TRANSFORMER

Rated Voltage: up to 35kV

Tapping Range: +5%; +2x 2.5%
Connection: Yyn(Q; Dyn11
Impedance Voltage: 4%; 4.5%; 5.5%

With most up-to-date technology, high quality silicon steel, winding and insulation material, transformer
have the advantage of energy saving, compact size, light weight and easy for installation

Product Range: 11kV, 33kV, Capacity: upto 6300kVA
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Features

=  Low load loss & no load loss

»  low sound level

= excellent withstand short-circuit capacity
» |low partial discharge

= enhanced life expectancy

Technical Specification of Distribution Transformer

Impedance
Voltage %)
T O 5 Y

Sa-10-10 115 50 195 4000 400
Sa-20-11 20 .l 043 23 15 =0 195 i 57 &F5 400k 400
53-30-11 30 013 b 1 165 FiLL 295 775 G5 S0 400400
Sa-50-11 50 & 007 QBT ] 240 &5 370 ala 462 SF0  400x 400
Sa-80-1] &0 6.3 0.4 025 L2S 18 2% 05 480 290 564 585 400x 500
Sa-101-11 L) n 0.2 L5 15 H5 120 520 S50 627 1085 400k 500
S8-125-1 125 034 LB 14 415 120 &15 520 F17 110 550 550
Sa-160-11 150 0.4 i} 14 460 40 715 SEs 6/ 1075 550x 550
Sa-120-11 200 048 26 1.3 526 155 &15 1268 GBS 1165 550x 550
S8-250-11 250 056 305 12 G625 150 9AD 1268 6BE 1165 550x 550
Sa-315-11 315 067 365 1.1 G 185 1635 1255 ¥ 1123 550x 550
Sa-400-11 400 0.8 4.3 1 7% 210 1215 1403 928 1343 550x 550
Sa-500-11 500 086 5l 1 955 225 1420 1483 958 1200 S60 X660
Sa-630-11 630 12 W) 4.5 0.9 1225 335 150 16l 908 1350 660 X660
Sa-g00-11 800G 14 75 0.8 1475 3|0 2195 1es2 927 1425 660 X660
Sa-1000-11 =00 1.7 103 0.7 1650 $50 2655 1FFF 1057 1530 820 xE20
Sa-1250-11 1250 185 12 0.6 1970 515 3055 @iz 1052 1615 B2 xED
Sa-1600-11 1500 24 14.5 0.6 2300 570 3580 1917 INMF 1810 820 xE20
Sa-2000-11 2000 A5 196 55 0.4 2655 680 4075 2052 1210 1TSS BA0 xED
S8-2500-11 2500 3.2 21.6 0.4 F300 1200 5900 2740 1300 2550 100 1070
S10-50-33 50 019 115 28 280 TR 1795 675 @30 550x 550
S10-100-33 LN 0.2 1587 2.6 360 1000 1840 12100 1160 550K 550
S10-125-33 125 03 226 15 400 10D %00 1200 11D 660 X660
S10-160-33 150 033 6B 24 480 1280 2060 1220 1190 560 X660
SI0-200-33 200 038 3.5 2.2 00 1440 2090 1230 1200 660 X660
SI0-250-33 250 046 374 ] 550 1680 2130 1240 1245 660 X660
S10-315-33 315 053 451 15 560 1% 2180 1260 1690 660 X660
SI0-400-33 400 065 544 18 620 20150 2330 1250 1750 660 X660
SW0-300-23 500 33 0.4 0F6 &S5 65 148 630 23R 2Bl 1310 1800 660 X660
SI0-630-33 630 0.91 FHZ 12 B0 3540 2350 1360 1915 B2 xE20
S10-500-33 800 0597 S35 1 1000 4000 2420 1380 2130 820 xE20
S10-1000-33 1000 1.16 1148 0.9 MN20 4500 2500 1480 2210 830 xE20
S10-1250-33 1250 137 1386 0.8 Mex 4300 2600 1550 2465 620 xE20
S10-1800-33 1600 &6 1658 a7 1420 S000 2700 1620 2600 B3X0 X E20
SI0-2000-33 2000 403 178 0.7 1300 &660 2790 18530 178l 830 xE20
SI0-2500-33 2504 245 185 0.6 1670 F570 2660 2000 2620 R0 x 1070
S1W0-3153-33 3150 300 23 0.6 2100 10300 3130 2340 2880 R0 x 1070
SI0-4000-33 4000 361 2446 0.6 2100 10500 32N 2FE0 2950 10F0 X 1070

We provide tailer made solution to our Clients. Please provide us with your customized spedfications
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CAST RESIN TRANSFORMER

Rated Voltage: upto 35kV

Tapping Range: +5%'+2x 2.5%

Connection: Dyn11; Yyn(

Impedance Level: LI75AC35/AC3, L170ACT0/AC3

BRCT SIDEMIEW,




Technical Specifications of Cast Resin Transformer

SCs-30M 44 211

SCe-50011 280 Q60 15 44 400  Bo0 ] 1000 400 400 793 15 231 150 75
SCe-a0/0M S0 1270 14 45 580 860 L] 1020 400 400 G58 195 237 150 75
SCe-100 420 1450 14 45 680 950 &0x) 1W0R0 400 400 BES 200 240 150 75
SCe-125M 450 170 L2 45 a0 100 eld &0 400 400 a6y 210 240 150 75
SCe-160011 560 1960 L2 46 855 1050 2 ofd 1020 400 400 350 225 250 150 75
a0 4 6350 2330 1 47 930 1100 FoO M0 550 550 9493 M9 258 150 75
SCB2-25001 750 250 08 47 T 1150 700 10 550 550 0z 255 i 3490 260
SCRe-315M 910 3200 08 48 1290 1180 FlG 1M2a 550 550 Q983 21 275 3495 260
SCBS-4004T1 W00 3680 08 48 1520 1220 B9 175 550 550 10&0 292 2E3 410 260
SCBe-500011 12063 4510 0.6 48 1800 1253 B30 1260 660 S50 1as 297 2EE 425 260
SCBS-a30/11 1350 5430 0.6 49 2085 1300 &30 1360 660 S50 1265 210 258 44 260
SCBe-630011 1330 5510 0.6 49 2030 1340 B30 1285 660 S50 1aa 295 2B4 450 260
SCBe-A00/11 1630 6430 0.5 50 2450 1420 B8O 1385 66l S50 1265 320 258 444 300
SCBe-100011 1830 750 405 50 2780 1500 B8O 1380 660 S50 1280 330 08 505 300
SCRe-1250011 & 2170 8980 4.5 52 3375 1610 SO 1490 660 S50 1350 342 321 5 300
SCBe-1600 11 2530 10850 9.5 52 4146 1730 920 1565 660 S50 1425 375 33z 585 300
SCBe-2000411 330 13380 04 53 470 170 980 1585 G660 S50 1515 281 324 595 400
SCB2-2500411 4003 15870 04 54 SO00 1840 %60 1845 820 a0 1655 401 345 G20 450

S09-30033 49 1320 2100 1500

S8-50/33 450 1310 22 48 &M 1330 70 1305 2100 1500 000

S0 8-80/33 520 1750 18 48 800 1360 B15 1468 2100 1500 2000

SC8-100/33 600 2000 16 S0 1100 1385 TS0 1430 2200 1600 2000

S9-125/33 7E0 2440 16 0 1220 1420 900 1500 2200 1600 2000

SC8-160/33 BED 2800 16 S0 1350 1450 90 1550 2200 1600 2000 50 % S50
S0 8-200033 960 3050 12 S0 1500 1490 00 16%) 2200 1800 2150

SCEG-250/33 080 3%00 12 51 1700 1490 920 1760 2200 1800 2150

SCEG-315/33 1250 3840 1 51 1900 1585 ®35 1640 2350 1650 2150

SCES-400/33 1530 4950 1 51 2150 “’ED‘:E' 1770 BES 1695 2350 1630 2200

SCEG-SHVEE & 1780 GOBD 0.8 52 2580 . 1810 920 1685 2400 1650 2200

SCRG-E30/3A 2080 A0 04 52 2800 1870 925 2005 2400 1630 22%0

SCEG-B00/33 2400 B400 06 52 3450 1880 1030 1925 2600 1700 2300

SCEG- 100033 2700 9660 06 52 4000 1970 1060 1965 2700 17000 2300 B0 X 66D
SCEG-1250/33 350 11700 04 53 4350 1980 1050 1980 2700 1700 2300

SCES-1600/33 3580 14220 04 53 5235 2050 1050 2080 2800 1700 2580

SCEG-2000/33 4200 16740 04 54 63IZ0 2200 1050 2200 3000 1800 2650

SCEG-2500/33 4000 20040 04 55 7550 2350 1100 2320 3000 1800 2580 F s
SCES-3IS0/33 B 5850 24000 035 36 7800 200 1270 2325 3200 2100 2585

SCEG-4000/33 6RO 2BS00 035 57 9600 2660 1270 23GB  3AE0 2160 2740 1076 1678

We provide tailor made solution to our Clients. Please provide us with your customized spedfications
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PAD MOUNTED TRANSFORMER
Assemble transformer, switchgear, breaker and fuse in one compact cabinet, make it more
compact and easy to install

Product Range: upto 11kV
Capacity: upto 2500kVa
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Compact size
light weight
low loss

low noise
high reliability

Technical Specifications of Pad- Mounted Transformer
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Ratea Capacity
Pated Valtage
Rated Maximum
Mizltage
Tapging Range
Nector Group
Ratea Current

Batedd Short-Tirme
Withstare Current

Rated short
Withstare tima

Pated Peak
Withstand Current
Posweer Frequency
Withstand Voltage
Iri pulze Withstand
Vizltage

[H¥ fuszi Ratad
Current

Backup Fus=
Enclosure Protection
LewelC

Ambiert
Tempreaturs

Patesd Frequency
Sound Level

kWA

kv
kv

kA&

kA&

kv

Hz

S0-2300
11 502 % 250,
12 fynd, D¥n11
15-560
12556520
2
3150
42 35
i 75
50
100,125
[|2E £ Totally-enclosed
=241
50 o5&
<55

04

SO-3200
15-75

I0~63

P33

We provide tailor made solution to our Clients. Please provide us with your customized specifications

11



CONTACT US B8 1M

Hong Kong Head Office / & 45

FU LEE (ASIA) LTD

RGN HRA S

Units 2303-05, 23/F, Millennium City 3

370 Kwwun Tong Road, Kwwn Road, Kwun Tong, Kowloon, Hong Kong
B A AN R 27 O Be - WIOHA 2303058

Tel FREE: +852-2375 2238

Fax /LI +852-7375 8607

Ernail /B H: info@fulesasia.com

Website / #4F: wwe fuleeasia.com

Subsidiary in HK / & # 525

FULEELIFESTYLELTD

RHRERRLE

Units 2303-05, 23/F, Millenniurn City 3

370 Kwwun Tong Road, Kwun Road, Kwun Tong, Kowloon, Hong Kong
B Ao, A N 3 T ORG-SR 23 03065

Tel /MAE: 48522375 2238

Fax /@00 +852-7375 8&07

Email / BH: kenneth.lo@fulesasia.com

Shanghai Office / Li5+AE]

FU LEE (SHANGHAI)LTD
PRIANRLSERLE

Room 805,No1076 Changshow Rd, Shanghai 200042

P E FETE R ERE 0TS TR R ma0sE
Tel / BAE: +86-21-6095 7126

Fax /LI +86-21-6095 9849

Email F BH: infomfulee-sh.com

Guangdong Office / R 52 5]

FU LEE (ASIA) LTD - FOSHAN REPRESENTATIVE OFACE
ME(CEM)ERAE - SLfRE

Unit O, 30,F, Development Building, Hua Yuan East Road

Fosham 528000, Guangdong , China

FE T 4 L i e R R o M 30D =
Tel FBEES: 486 -757-0236826E F +86-75T-BIERITT
Ernail /B H: info@fulesasia.com

Madagascar Office / FREMETNS 23]
FU LEE (MADAGASCAR) LTD
(N RS RA S

Chez Societs Rova, 3eme etage Salle de conference
AVAMCE CEMTER Tsiazotafo, Lot WE 11, Antananarivo 101
MADAGASCAR

Tel /®5E: 032 04398 23

Malaysia Office / BRTETAAT) JVCompany/ PSH& AT

FU LEE POWER EQUIPMENTS 5DN. BHD PRAMAC FU LEE (FOSHAN) POWER EQUIPMENT CO LTD
NO 14, Jalan Litama 2/2 FEEF(SLEHRNERLS

Taman Perindustrian Puchong Utama WO 25, Xinhwi Road, Wusha, Daliang, Shunde District

Seksyen 2, 47100 Puchong, Selangor, Malaysia Foshan City, Guangdong, 528333, China

Tel /M55 +86-757-22604858 R O S L 0 R A RS T R MR 258

Fax/ M0 +86-757-22004828 Tel f BEE: +86-757-22804828

Fax /L0 : +86-757-22804828



FU LEE (ASIA) LTD

Units 2303-05, Z3/F, Millennium City 3

370 Kweun Tong Road, Kwun Road, Kswun Tong
Kowloon

Tel: +852-23752238

Fax: +852-2 3758807
Email: info@fulesasia.com
Website: www.fuleeasia.com
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